« A 84 PASSIVHAUS HI - PVC

Thermal Transmission Coefficient
U, from 0.66 (W/m?K)

Maximum glazing: 56 mm
Maximum accoustic insulation: Rw = 46 dB

Air permeability (UNE-EN 12207:2000): Class 4
Water tightness (UNE-EN 12208:2000): Class E1500
Wind resistance (UNE-EN 12210:2000): Class C5
SECTIONS Frame 84 mm GASKETS
Sash 84 mm )
EPDM Triple GASKET
Class A =2.8 mm OPENING POSIBILITIES
CLASIFICATION Severe weather INWARDS Silde hung, turn&tilt, parallel tilt,
tilt.
Class Il - -
Optionally bicoloured
Width (L) = 450-1,300 mm FINISHES White
Height (H) = 450-2,200mm Smooth colours
MAXIMUM Wood-imitation effect

DIMENSIONS  \vidth (L) = 450-1,300 mm
Height (H) = 600-2,200 mm

MAXIMUM 100 Kg 100 Kg
WEIGHT/SASH

ZERTIFIZIERTE
KOMPONENTE
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AN




« A 84 PASSIVHAUS 1.0 - PVC

Thermal Transmission Coefficient
U, from 0.74 (W/m?K)

Maximum glazing: 54 mm
Maximum accoustic insulation: Rw = 46 dB

Air permeability (UNE-EN 12207:2000):
Water tightness (UNE-EN 12208:2000):
Wind resistance (UNE-EN 12210:2000):

Frame 84 mm

SECTIONS
Sash 84 mm

Class A >2.8 mm

CLASIFICATION
Severe weather

Class Il

Width (L) = 450-1,400 mm
Height (H) = 450-2,200mm

MAXIMUM

DIMENSIONS  \vidth (L) = 650-1,400 mm
Height (H) = 600-2,400 mm

MAXIMUM 130 Kg 130 Kg

WEIGHT/SASH

Class 4
Class E1500
Class C5

GASKETS
EPDM Triple GASKET

OPENING POSIBILITIES
Side hung, turn&tilt, parallel tilt,

INWARDS tilt, bottom hung.
Optionally bicoloured
FINISHES White

Smooth colours
Wood-imitation effect

CERTIFIED

COMPONENT




